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ТКЮОЕ РЕМТООЕ 


МЕСНАМІСА ОАТА 


ВО Ал лн Ы правната: иаа ELS Т-616, Outline 6-3 
Ване сузш ымы т аре МЫКАН Е9-1, Miniature Button, 9-Рїп 
Вато ы йук О А К Каи КЫ аа рх 

Mounting Розї!йїоп................................. Апу 


ELECTRICAL DATA 
HEATER CHARACTERISTICS 


6ВАЗ 6ВАЗА ЗВАВА 
Heater УМо!їабө................ 6.3 6.3 8.4 Volts 
Heater Сштеп{................ 600 600 450 Ма 
Heater Warm-up Тіте......... 11 11 11 Seconds 
Maximum Нвайег-Са поде Voltage 
РС ап Реак: а у ъз» эзш лаза ао 200 Volts 
D С, Heater Positive with Respect to Са оде.... 100 Volts 
DIRECT INTERELECTRODE CAPACITANCES 
Triode Shielded! Unshielded 
Grid їо Р!айв.......................... 2.2 2.2 ии! 
р конаре оди вер нида но кан она 2.7 2.5 ри! 
Output садо ка Ше ера ален а 1.9 0.4 ци! 
Pentode 
Grid to Р!а{е.......................... .030 0.036 ии! Мах 
Аро ККУ ВМА ои а ВО уара 10.0 10.0 ид! 
Output оез анан ао анар 4.5 3.6 ии! 
Coupling 
Pentode Grid No. 1 to Triode Flate. Ска: .003 .006 ци! Мах 
Pentode Plate to Triode Grid. ЖОП .006 :016 иц! Мах 
Pentode Plate {о Triode Р!а!е........... .023 .150 иш! Мах 
MAXIMUM RATINGS (Design Center Values) 
Triode Pentode 
Plate Мо!!адв......................... 300 300 Volts 
Grid No. 2 Supply Voltage. КЕКЕ 300 Volts 
Grid Мо. 2 МоНаде......... ЕЙ 80е Rating Chart Гог Туре 6АМ8 
Piate Оіѕѕіраіоп...................... 3.25 Watts 
Grid Мо. 2 Оззїраййоп................. 1.0 Watt 
Negative Спа Мо. 1 Voltage.......... В 50 Мойз 
Positive Grid Мо. 1 МоНаде... 0 Volts 
Grid Мо. 1 Circuit Resistance 
Ріхва Бї ы ; n такуа ева 0.5 0.25 Медонт 
ОВИ Віа: уана у. уунан 1.0 1.0 Медоһт 
CHARACTERISTICS АМО TYPICAL OPERATION 
Class А, Amplifier Triode Pentode 
Plate МоІїаде......................... 200 200 Volts 
Grid Мо. 2 Моі{аде.................... 150 Volts 
Grid Мо. 1 МоНадө.................... -8 0 Volts 
Cathode Bias Веѕіѕіог.................. 180 Ohms 
Amplification Кас{ог................... 18 
Plate Resistance (арргох.).............. 6700 400,000 Ohms 
Тгапзсопдисїапсе..................... 2700 9000 штћоѕ 
Рае Сиггепі......................... 8.0 13 Ма 
Сп Мо. 2 Сиггепї.................... 3.5 Ма 
Grid Мо. 1 МоНаде for 1 = 10 иа (арргох.) -16 -10 Volts 


PLATE KNEE CHARACTERISTICS (6ВАЗА, ВАЗА) 
Е, = 65V, Ea = 150V, Ea = OV 
lẹ = 42 Ма, 1. = 12.5 Ма 

NOTES: 


1. Shield No. 315 tied to cathode base pin of section under test. 
2. The pentode section curve applies to Types 6BA8A and 8ВАВА, only. 


APPLICATION 


The Sylvania Types 6BA8, 6BA8A and ВВАВА are intended for service іп 
television receivers employing a series heater string. The triode may be узей 
as a sync clipper or sync separator. The pentode section is designed primarily 
to serve as a video amplifier. For information on specially controlled heaters 
for series string operation refer to the SERIES STRING section of the Appendix. 
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6BA8, БВАВА, ВВАВА сома) 


40 


w 
о 


CURRENTS ІМ МИ ШАМРЕЯЕЅ 


CURRENT IN МИ ШАМРЕВЋЕЅ 


40 


зо 


го 


AVERAGE PLATE CHARACTERISTICS 
PENTODE SECTION 
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AVERAGE PLATE CHARACTERISTICS 
TRIODE SECTION 
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